ADDENDUM #2

CITY OF COMMERCE

Bid Packet
BID No.20-005
(Rehabilitation/New Construction Project)

WORK WRITE-UP:
942 STATE STREET (Rehab)
2960 OLD MAYSVILLE ROAD (Rehab)
80 PINE AVENUE (New Construction)

CITY OF COMMERCE

Bid Release: (November 06, 2019)
Preconstruction Meeting: (November 13, 2019, 9:00 AM)
Bid Questions Deadline: (November 25, 2019, 10:00 AM)
Bid Due Date: (December 02, 1:30 PM)

e 80 Pine Avenue (New Construction): The original Bid Packet
included Prototype “D” for the new construction project.

The homeowner has requested that Prototype “B” used for the
new construction project. The request has been approved by
the Grant Manager, Theresa L. Dyer and is included with the
Addendum #2. 11/6/19
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PROPOSED RESIDENCE FOR

SINGLE FAMILY HOUSING DEVELOPMENT

PROTOTYPE "B"

REEMENT WITH TRINITY ENGINEERING GROUP INC.

,
2

BAILEY ASSOCIATES, ARCHITECTS -« P.O.B0OX 3392 « GAINESVILLE, GEORGIA 30503 « (770) 534 0612

RING GROUP INC. WHETHER THE PROJECT FOR WHICH THEY WERE PREPARED IS EXECUTED & CONSTRYCTED OR NOT. THESE DOCUMEINTS ARE NOT TO|BE REPRODUCED IN ANY FORM AND ARE NOT TO BE USED BY THE

L
[

TRINITY ENGINEERING GROUP P.C. « 1081 THOMPSON BRIDGE RD « GAINESVILLE, GEORGIA 30501 « (770) 5351044
COVER ARCHITECTURAL ELECTRICAL MECHANICAL PLUMBING
CS  COVER SHEET A-0.1 SCHEDULES AND DETAILS E-0.1  LEGEND, NOTES AND RISER M-0.1 MECHANICAL PLAN, SCHEDULES, | P-0.1  SCHEDULE, NOTES AND DETAILS
A-1.1 ARCHITECTURAL PLAN E-1.1 ELECTRICAL POWER AND ‘ i ’ ' ’
A 51 BUILDING ELEVATIONS oG B an NOTES, AND DETAILS P-1.1 EEEIIEIJBING SANITARY AND WATER
S—1.1 BUILDING FOUNDATION PLAN
CODES DEVELOPER PROJECT CRITERIA
INTERNATIONAL BUILDING CODE 2012 EDITION
INTERNATIONAL RESIDENTIAL CODE 2012 EDITION HORI%ESO%ERV(;EELSO%ENT OCCUPANCY CLASSIFICATION: CLASS R
LIFE SAFETY CODE NFPA 101 2012 EDITION 20 BoX 461
INTERNATIONAL FIRE CODE 2012 EDITION JEFFERSON GA 30549 TYPE OF CONSTRUCTION: TYPE |l
INTERNATIONAL PLUMBING CODE 2012 EDITION WITH GEORGIA AMENDMENTS _ SPRINKLERED: NO
INTERNATIONAL MECHANICAL CODE 2012 EDITION WITH GEORGIA AMENDMENTS TEL: (706) 389-5222 '
NATIONAL ELECTRICAL CODE 2017 EDITION WITH GEORGIA AMENDMENTS CONTACT: THERESA DYER ONE HOUR PROTECTED: NO

INTERNATIONAL ENERGY CONSERVATION CODE 2012 EDITION, WITH GEORGIA AMENDMENTS

OCGA TITLES 25 AND 30 GEORGIA ACCESSIBILITY CODE

TDYERHDRI®@GMAIL.COM

BUILDING AREA IN SQUARE FEET:

BUILDING HEIGHT IN FEET:
NUMBER OF STORIES:

© m mo o w >

1,392 SQUARE FEET
8’ o”
ONE

PROJECT OWNER NOR ANY OTHER ENTITY ON OTHER PROJECTS OR FOR ANY EXTENSIONS OR ADDITIONS OR ALTERATIONS TO THE ORIGINAL PROJECT EXCEPT BY WRITTEN AUTHORIZAT]JON & PERMISSION FROM AND A

DRAWINGS AND SPECIFICATIONS AS INSTRUMENTS OF SERVICE ARE EXCLUSIVE PROPERTY OF TRINITY ENGINE

LIFE SAFETY & ACCESSIBILITY NOTES

1. DOORS SHALL MEET THE REQUIREMENTS OF THE NFPA 101 LIFE SAFETY CODE.

2. THE FLOOR LEVEL SHALL BE THE SAME ON BOTH SIDES OF THE DOOR. THE ELEVATION
SHALL BE MAINTAINED FOR A DISTANCE AT LEAST EQUAL TO THE WIDTH OF THE WIDEST
LEAF OF THE DOORS. NFPA 101 LIFE SAFETY CODE.

3. HANDLES, PULLS, LATCHES, LOCKS, AND OTHER OPERATING DEVICES ON ACCESSIBLE
DOORS SHALL HAVE A SHAPE THAT IS EASY TO GRASP WITH ONE HAND AND DOES NOT
REQUIRE TIGHT GRASPING, TIGHT MECHANISMS, AND U-SHAPED HANDLES ARE ACCEPTABLE
DESIGNS. RULE 120—3-20—24 (9) SHALL BE PROVIDED. GEORGIA ACCESSIBILITY CODE.

PRINCIPLES OF UNIVERSAL DESIGN

1. BUILDING AND STRUCTURE SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE
PRINCIPLES OF THE UNIVERSAL DESIGN. THE DESIGN OF PRODUCTS AND
ENVIRONMENTS TO BE USABLE BY ALL PEOPLE, TO THE GREATEST EXTENT POSSIBLE,
WITHOUT THE NEED FOR ADAPTATION OR SPECIALIZED DESIGN.

SEAL 11.04.2019
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ELECTRICAL SYMBOL LEGEND:

HOMERUN CIRCUIT TO PANEL AS INDICATED. HATCH MARKS INDICATE
QUANTITY OF CONDUCTORS. NO HATCH MARKS INDICATE 2#12, 1#12G

ELECTRICAL MATERIALS & METHODS:

% INSTRUCTION TO BIDDERS:
I 1. CONTRACTOR SHALL BASE HIS PROPOSAL FOR HIS WORK ONLY AFTER

ELECTRICAL NOTES:
C.  RATED LIGHTING CONDUCTORS FOR CIRCUITS REQUIRING 900C 2. INSTALL GROUNDING CONDUCTORS WITHOUT JOINT OR SPLICE TO THE

RATING; ‘THHN' OR 'THWN', OR OTHER APPROVED TYPE. GREATEST PRACTICAL EXTENT. 1. ALL WORK SHALL BE INSTALLED PER THE STATE ADOPTED EDITION OF THE
D. JOINTS ON CONDUCTORS RATED ABOVE 750C; TAPED OR MADE-UP NATIONAL ELECTRICAL CODE, NFPA 13, 72 AND ALL LOCALLY ADOPTED CODES AND

FILE NAME: EO.1.dwg

DIRECTORY: F:\2018—100 Jackson County NSP3 Program\ARCH\
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WITH MATERIALS HAVING A SUITABLE HIGH TEMPERATURE RATING. 3. PROVIDE FOR EACH RACEWAY A GREEN #12 GROUNDING CONDUCTOR IN AMENDMENTS IN ENFORCEMENT UNLESS OTHERWISE NOTED. EQUIPMENT GROUNDING CONDUCTORS ARE
F N o A s NDITIONS WHICH MAY AFFECT ADDITION TO BRANCH CONDUCTORS INDICATED. ' NOT INDICATED; HOWEVER, CONTRACTOR SHALL PROVIDE EACH FEEDER 11.04.2019
: ‘ RACEWAYS: 4 DO NOT SPLICE MAN BONDING JUMPER. CONFIRM THAT A MAN BONDING 2. CONTRACTOR SHALL PROVIDE FOR ALL PERMITS, INSPECTIONS, FEES AND OTHER WITH A GREEN/BARE EQUIPMENT GROUNDING CONDUCTOR SIZED IN
r SUBMITTALS: 1. INSTALL WIRING IN METALLIC, RIGID TYPE RACEWAYS. " UMPER IS PROVIDED AT THE PONT OF SERVICE ONLY EXPENSES FOR FINAL INSPECTION AND ACCEPTANCE OF HIS WORK BY LOCAL ACCORDANCE WITH THE N.E.C. (TABLE 250.122), UNLESS OTHERWISE
£ 1. SUBMIT SHOP DRAWINGS & PRODUCT INFORMATION FOR THE FOLLOWING: 2 RUN RACEWAYS AND CABLE CONCEALED. EXCEPT RACEWAYS IN EQUIPMENT ' CODE AUTHORITIES. INDICATED.
5 + PROTEGTVE DBviGES | PHENT ~ ROOMS RUN EXPOSED. ’ S T T R DI U e B oF 3. ALL WIRE SHALL BE NM CABLE (ROMEX); SERVICE LATERAL TO BE INSTALLED ~—~~—  WIRING/FEEDER INSTALLED CONCEALED IN FINISHED SPACES, EXPOSED wn
f « WG, DEVICES 3N, COVER P 3. RACEWAYS IN ORDINARY LOCATIONS GROUND OF SEPARATELY DERVED ELECTRICAL SYSTEM. WITHIN PVE RACEWAY I AREAS SUBJECT TO PHYSICAL DAMAGE. leE:I\JF!;,\ﬁEESEs PI?\I%E’iLLED CONCEALED IN SLAB OR BELOW GRADE L
: * WIRING DEVICES AND COVER PLATES - : AT : -4
i *  INSIDE (NOT IN WET OR DAMP LOCATIONS OR EXPOSED TO TESTING 4. CONTRACTOR SHALL PROVIDE FOR ALL FINAL EQUIPMENT CONNECTIONS FOR INSTALLATION DEPTH AS NOTED. = e
v : : 3 EQUIPMENT AS INDICATED ON THE PLANS. OTHER OWNER PROVIDED EQUIPMENT S
: ?!STMEILQSIEU%%:\I'PESUITPMENT; WD FOR 240 O 600 VAC. 60 HZ. FAULT QAEE’;)TI-)I%\NICAL INJURY); STEEL, ELECTRICAL METALLIC TUBING " TREETUHEEL\A/'EDNU%L EEEI‘%’\}A??A AT,::gT(S:O/EASPORI\II-ZETJTIEEEOEYFggb EFUES&OLNAL NoT INDICATED SHALL BE INSTALLED ONLY AFTER WRITTEN AGREEMENT IS REGEIVED @ -  JUNCTION BOX INSTALLED FLUSH OR ABOVE CEILING. >\6 i @Pg)g
& CURRENT INTERRUPTING CAPACITY AS INDICATED, IN AMPERES, RMS, *  EXPOSED OUTSIDE, THROUGH OUTSIDE WALL OR ROOF, OR THROUGH PRSCHCES OR AS FEASONABLY REQUIR%D BY THE OWNER'S FROM THE OWNER. @ -  JUNCTION BOX MOUNTED FLUSH IN WALL. ELEVATION AS NOTED OR © = %
: SYMMETRICAL, BUT NOT LESS THAN 22,000 AMPS, WITH SOLID TWO-HOUR OR MORE RATED FIRE BARRIERS; GALVANIZED RIGID ' COORDINATED WITH ARCHITECTURAL ELEVATIONS. O O e 323
[ NEUTRAL GROUND (S/N); GENERAL ELECTRIC (G.E), WESTINGHOUSE STEEL (GRS) CONDUIT MADE UP WATER TIGHT REPRESENTATIVE WHERE A QUESTION ARISES AS TO THE PROPER 5. ALL MATERIAL SHALL BE NEW, CLEAN AND RATED FOR USE IN THE AREA IN WHICH T— NS ZEs
SQUARE—D, SIEMENS—ALLIS ITE PRODUCTS, CUTLER HAMMER ' ' INSTALLATION OR OPERATION OF MATERIALS. T IS TO BE INSTALLED. — _JUNCTION BOX MOUNTED FLUSH WITH FINISHED FLOOR. VERIFY FLOOR e S S50
B 9. DISTRIBUTION EQUIPMENT USING CIRCUT BREAKER TYPE PROTECTIVE FIXTURES; LIQUIDTIGHT FLEXIBLE METAL CONDUIT OR FLEXIBLE METALLIC 6. CONTRACTOR SHALL VISIT THE SITE AND VERIFY EXISTING CONDITIONS TO THE BEST FINISH AND ELEVATION PRIOR TO ROUGH—IN OF JUNCTION BOX AND M <C
] DEVICES: BOLTED—ON OR 'SQUARE D' I-LINE DEVICES TUBING. MISCELLANEOUS: OF HIS ABILITY PRIOR TO COMMENCEMENT OF WORK AND SHOULD HE FIND RACEWAYS.
2 ' ' * CONNECTIONS TO MOTORS, OR TO COMPONENTS IN WET OR DAMP 1. MAJOR COMPONENTS OF THE DISTRIBUTION SYSTEM SUCH AS THE ADDITIONAL WORK REQUIRED TO COMPLETE HIS PORTION OF THE WORK, NOTIFY — FLUORESCENT TROFFER FIXTURE. REFER TO LIGHTING FIXTURE SCHEDULH
£ 3 PANELBOARDS: FACTORY ASSEMBLED. MINIMUM WIDTH OF 20 INCHES. A LOCATIONS, LIQUIDTIGHT FLEXIBLE METAL CONDUIT (6’ MAX. LENGTH). PANELBOARD, DISCONNECT SWITCHES...ETC. SHALL HAVE PERMANENT THE ARCHITECT IN WRITING OF SUCH. FOR ADDITIONAL REQUIREMENTS. ARCHITECT
: " VINMUM DEPTH OF 5-3/4 INCHES. AND MINIMUM MANS RATED 100 NAMEPLATES FOR EQUIPMENT IDENTIFICATION. PROVIDE NAMEPLATE ON — '
3 : ey 4. RIGID STEEL GRS:; HOT DIP GALVANIZED SERVICE DISCONNECT IN "TDP" PANEL AND POWER COMPANY METER 7. UPON COMPLETION OF WORK, ALL BREAKER PANELS SHALL BE LABELED WITH NEW _
2 gﬁpggg%m“{:@ gg\h%ESSPA%iSB;NE}JSS.SEBLCNQZEEAES)TNGF&R SEEL%LVAVE%N TO INDICATE TENANT SPACE NUMBER AND SPACE LEVEL. TYPED SCHEDULES AND AFFIXED TO THE INSIDE COVER OF THEIR RESPECTIVE 0 'Hgﬁ%%scfly%&"%‘C{,_F"ESBE,_:ES%RNTADD%%&HTR%JE{F&E,ETESFER 10 S
£ : ’ 5. STEEL EMT; HOT DIP GALVANIZED OUTSIDE, AND ENAMEL OR PANELS. '
; ‘éEsSOM!%“éNERLQTLE'ELE(?TMR?'C’!AT&(;NngD$$PEL°,S3NKLA‘§?,DW§ATQCL*UQ’ED ™o GALVANIZED FINISHED INSIDE. INSTALL RACEWAY OR CABLE, ETC. THAT PENETRATES A FIRE BARRIER, Q - _INCANDESCENT/H..D./FLOURESCENT WALL MOUNTED FIXTURE, REFER O S
P BRANCH CIRCUIT BREAKERS: TYPE "NHB” WITH E—FRAME BREAKERS 6. EMT COUPLINGS AND CONNECTORS: METAL AS FOLLOWS: WITH MATERIALS AND METHODS APPROVED FOR APPLICATION BY 8. DIMMER SWITCHES SHALL BE COMPATIBLE WITH THE CONNECTED LAMP SOURCE TO LIGHTING FIXTURE SCHEDULE FOR ADDITIONAL REQUIREMENTS. Z O 2%
| | "% RANTIGHT, HEX-NUT, EXPANSION— GLAND COMPRESSION STEEL Erlej(ltLl-alThl{Z%ng;ll?lgﬁNgDEELEYF(EQCEEgEQFEEBAAgggi%rilAiR%hlﬁ hT/IHA'EERIALS AND AND CONNECTED LOAD OF THE LIGHTING 2ORE- AS NOTED, O ING HEIGHT WITH BUILDING ELEVATIONS AND FLARS >~ E Z 1S
_ , HEX=NUT, - : , AS NOTED. SRS
] b ERTOALLY. DISRIBUTED CONSECUTVE. PIESE. SEQUENCE. SUCH THAT FOR ANY WET OR DAMP LOCATION OR FEEDER (OR SUB—FEEDER.. METHODS FOR EACH TYPE PENETRATION. 9. ALL CONDUCTORS SHALL BE COPPER. NO ALUMINUM WIRE IS ACCEPTABLE. S —  SINGLE POLE TOGGLE SWITCH, MOUNTED AT 4'—0" AF.F., HUBBELL E N ~ %:5
f * . ROOF PENETRATIONS SHALL BE COORDINATED WITH LANDLORD'S REPRESENT- ' me INRs
. LD RETEAL Bt it e 3 D e O COMPRESSION TYPE COUPLINGS , 10. CONTRACTOR SHALL COORDINATE HIS WORK WITH THE MECHANICAL CONTRACTOR #HBL1221. Z K % £33
g ; 7. CIRCULAR RACEWAYS; MINIMUM TRADE SIZE AS FOLLOWS: ATIVE. ALL ROOF CUTTING/PATCHING SHALL EB BY LANDLORD'S ROOFING ~ SSR
i SET-SCREW TERMINAL FOR EACH BRANCH CIRCUIT POLE CONTRACTOR AT TENANT'S EXPENSE FOR FINAL CONNECTION AND CONTROL. CONTRACTOR SHALL ADVISE MECHANICAL Ss —  THREE—WAY TOGGLE SWITCH, MOUNTED AT 4'—0" AF.F., HUBBELL Sat
R ' *  3/4—INCH; "HOMERUN' CIRCUIT WIRING; " ' ) CONTRACTOR OF VOLTAGE REQUIREMENTS FOR NEW MECHANICAL EQUIPMENT TO BE 3 4HBL1223 ’ e NSO S
i 5. PANELBOARD MOUNTING: TOP OF ENCLOSURE 78 INCHES ABOVE THE MORE THAN (3) CONDUCTORS. PROVIDE APPROVED "MEANS OF DISCONNECT” FOR STOREFRONT SIGN(S). PROVIDED. : NO & S *E: 2
: FINISHED FLOOR/GRADE, WITH THE BOTTOM OF THE CABINET NOT PROVIDE NAMEPLATES FOR ALL ROOF MOUNTED DISCONNECT SWITCHES. Su- DOUBLE POLE (MOTOR—RATED) MANUAL STARTER WITH OVERLOAD, Z O &3
3 8.  SIZE RACEWAYS PER THE LATEST ADOPTED NEC. 11. ALL DEVICES SHALL BE RATED FOR THE CIRCUIT IN WHICH IT IS ATTACHED AND 240V. 30A UNLESS NOTED OTHERWISE ~
T CLOSER THAN 6 INCHES TO THE FLOOR/GRADE, PROPERLY ALIGNED AND WITH SPACE NAME, NUMBER AND MALL LEVEL INFORMATION. SHALL BE WHITE PLASTIC MID—SIZED COVER PLATES. EXGEPT THOSE IN UNFINISHED ; : x
2 SUPPORTED INDEPENDENTLY OF THE CONNECTING RACEWAYS. COMPLETE S o o e o MONTS, AWy mums PROVIDE ACCESS PANELS AT ALL LANDLORD INSTALLED ELECTRICAL DEVICES AREAS SHALL BE PROVIDED WITH GALVANIZED STEEL COVER PLATES. DEVICES @ -  DUPLEX RECEPTACLE, 20A., 120V., MOUNTED AT 18” AF.F., HUBBELL NGINEER
1 INSIDE' CIRCUIT DIRECTORY CARD USING A TYPEWRITER. ’ AND EQUIPMENT ABOVE HARD CEILINGS. ACCESS PANELS TO BE SIZED WITHIN DAMP/WET LOCATIONS SHALL BE PROVIDED WITH WEATHER—PROOF IN—USE #5362.
K PER THE LATEST ADOPTED NEC. IN- THE FIELD FOR EACH APPLICATION. COVER PLATES. "GFI"— GROUND FAULT CIRCUIT INTERRUPTER, HUBBELL
; 6. DISCONNECT SWITCHES; "HEAVY-DUTY' RATED WITH QUICK-MAKE AND 10.  SUPPORT CONCEALED CONDUIT ABOVE THE CEILING INDEPENDENTLY OF 1 PROVIDE AND INSTALL WATER HONDING. BUILDING FOOTING REBAR AND SERVICE 4GF—5362
P QUICK—BREAK MECHANISMS. PROVIDE GROUND LUGS AND CODE REQUIRED CEILING CONSTRUCTION. INSTALL CONDUITS HIGH ABOVE LAY-IN ) . ) "WP”— DEVICE PROVIDED WITH A WEATHER—PROOF DEVICE
: ACCESSORIES.  SWITCHES LOCATED OUTSIDE; "NEMA-3R’ ENCLOSED CEILINGS TO PERMIT REMOVAL OF CEILING PANELS OR EQUIPMENT. TELEPHONE SYSTEM ROUGH-IN: GROUND ROD BONDING TO THE BUILDING GROUND SYSTEM PER NEC SECTION 220. COVERPLATE
y TYPE WITH LOCKING HASP. PROVIDE COMPLETE ENCLOSED RACEWAYS WITH MEASURED PULL CORDS
£ PROVIDE AN ENCLOSED SWITCH FOR ELECTRICALLY SERVED EQUIPMENT. e CTUAL VEVELRG a0 ASCHTECTUIL EATURES: NSTALL FOR FUTURE USE BY OTHERS. PROVIDE A 1" CONDUI FROM LANDLORD'S 13. AL DISCONNECT SWITCHES SHALL BE RATED AT OR ABOVE THE RATING OF THE @ - TWO (2) DUPLEX RECEPTACLES UNDER COMMON PLATE, 18" AFF.
] PROVIDE SWITCHES & FUSES, INCLUDING HEATER ELEMENTS, RATED PER ' MAIN TERMINAL LOCATION TO TENANT'S SPACE. CIRCUIT. ALL EXTERIOR DISCONNECT SWITCHES OR EQUIPMENT SHALL BE ' '

CONCEALED CONDUIT RACEWAYS WITH AS FEW BENDS AS FEASIBLE,
COORDINATED WITH STRUCTURAL, MECHANICAL AND ARCHITECTURAL
REQUIREMENTS. ROUTE RACEWAYS TO AVOID ‘TRAPPING' WHERE

THE CHARACTERISTICS AND NAMEPLATE RATINGS OF EQUIPMENT IN
ACCORDANCE WITH CODE REQUIREMENTS, MANUFACTURER'S
RECOMMENDATIONS AND CHARTS. PROVIDE SWITCHES WITH CODE

: REQUIRED ACCESSORIES. PRACTICABLE. SERVICES AS REQUIRED. BREAKERS WITHIN ELECTRICAL PANEL AS REQUIRED BY THE NEC.
4 FUSED SWITCHES IN BRANCH CIRCUITS; NON—RENEWABLE CARTRIDGE 12.  CONTRACTOR SHALL IDENTIFY INSTALLED RACEWAYS AND CONDUIT IN THE Vv - TELEPHONE/DATA OUTLET BOX, 4” SQUARE TRIM RING, INSTALL (1) CAT
T FUSES RATED 250 OR 300 VAC OR 600VAC AS FOLLOWS: THE TENANT SPACE AS FOLLOWS: PREPRINTED, FLEXIABLE, SELF—ADHESNE S5E CABLE FROM OUTLET BACK TO TELEPHONE DEMARC ON EXTERIOR OF
3 * SIZES 1 — 200 AMPS: DUAL ELEMENT, CURRENT LIMITING FUSES, LABI’-;LS WITH I_"EGEND INDICATING VOLTAGE AND SERVISE. SIZE 1-1/8 "H STRUCTURE. PROVIDE FACEPLATE FOR OUTLET AS DESIGNATED.
i» CLASS 'RK-1’, OR 'RK-5’, SELECTED TO PROVIDE STARTING AND x 4" L FOR 1" DIAMETER OR LESS, 1 —1/8" H x 8" L FOR OVER 1" DIA- TV— OUTLET WITH TELE/DATA AND COAX TV OUTLET. EXTEND
2 LIMIT LET-THRU CURRENT. METER RACEWAY. COLOR: BLACK LEGEND ON ORANGE BACKGROUND.
2 x OTHER RATINGS, SIZES OR SPECIAL APPLICATIONS AS @ - COMBINATION SMOKE & CARBON MONOXIDE DETECTOR. 120V UNIT
:: INDICATED. ENCLOSURES AND BOXES: SHALL BE PROVIDED WITH BATTERY BACK—UP. WALL/CEILING MOUNTED.
i 1. EQUIPMENT ENCLOSURES, BOXES, & COVERS; GALVANIZED STEEL, ACTIVATION OF A SINGLE DETECTOR SHALL INITIATE ALL DETECTORS
MALLEABLE IRON, GRAY IRON, OR COPPER—FREE ALUMINUM. SCREWS; WITHIN UNIT TO ANNUNCIATE. KIDDE #KN—COPE—| (OR EQUAL).
7 7.  PROVIDE STARTER WITH OVERCURRENT PROTECTION AND DISCONNECTING STAINLESS STEEL; ALUMINUM FOR ALUMINUM BOXES.
g MEANS WHEN NOT INTEGRALLY PROVIDED WITH THE EQUIPMENT.
. 2. E*NCLOSURES: g - MOTOR, RATINGS (HP, VOLTAGE, PHASE, AMPERAGE) SIZE AS NOTED ON
: 8. STARTERS AND DISCONNECT SWITCHES; ENCLOSED QUICK-MAKE AND dmvion MOUNTED WITH CONCEALED RACEWAYS OR FLUSH MOUNTED PLANS.
QUICK—BREAK MECHANISMS. % SURFACE MOUNTED TYPE IN EQUIPMENT ROOMS, WITH EXPOSED O - E,\IID(I:SL%%IEIJEECLNSLVéggH(,)TAHI\:I:EC\V%TEY/NP(?TIEES/FUSING AS NOTED. NEMA 1
£ 9. BRANCH CIRCUIT BREAKERS; MOLDED CASE, AUTOMATIC TRIPPING TYPE, RACEWAYS AND OTHER SURFACE MOUNTED DEVICES. 2
{ BOLT-ON OR [|-LINE CONSTRUCTION, MINIMUM FRAME SIZE OF 100 3. BOXES FOR USE WITH GENERAL RACEWAY SYSTEMS: 4 INCHES SQUARE OR - PANELBOARD, SEE SCHEDULE AND RISER DIAGRAM FOR VOLTAGE, PHASE, AND AMPACITY.
AMPS AND A MINIMUM TRIP SIZE OF 15 AMPS, CALIBRATED FOR 400C. OCTAGONAL SIZE, NOT BE LESS THAN 1-1/2 INCHES DEEP, EXCEPT
e PROVIDE SUITABLE TYPE BREAKERS SERVING HIGH INRUSH CIRCUITS . y WP — WEATHERPROOF GASKETED ENCLOSURE AND COVER
3 FOR INCANDESCENT LIGHTING WHERE SHALLOWER BOXES ARE REQUIRED BY STRUCTURAL CONDITIONS. :
4 BY 2 INCH BOXES; WHERE ONLY ONE RACEWAY ENTERS AN OUTLET AFF — ABOVE FINISHED FLOOR.

BOX, OR WHERE NEEDED TO MATCH DEVICES AND/OR MOUNTING

10. GROUP SINGLE—POLE BREAKERS USED FOR MULTI-WIRE CIRCUITS HARDWARE.

CONSECUTIVELY ON THE SAME SIDE OF THE CABINET.

11. MULTIWIRE BRANCH CIRCUIT DISCONNECTING MEANS—EACH MULTIWIRE BRANCH 4. DO NOT USE SUSPENDED CEILING CONSTRUCTION TO SUPPORT RACEWAYS,
CIRCUIT SHALL BE PROVIDED WITH A MEANS THAT WILL SIMULTANEOUSLY DISCONNECT BOXES OR OTHER ITEMS, EXCEPT AS ALLOWED BY CODE AND ACCEPTED
ALL UNGROUNDED CONDUCTORS AT THE POINT WHERE THE BRANCH CIRCUIT ORIGINATES BY THE ARCHITECT IN WRITING.

AS PER (ARTICLE 210.4(B)) OF THE N.E.C.
DEVICES:

12. MULTIWIRE BRANCH CIRCUIT GROUPING-THE UNGROUNDED AND GROUNDED CONDUCTORS 1. SWITCHES; STANDARD LINE STYLE, MAINTAINED, 20 AMPS, 120-
OF EACH MULTIWIRE BRANCH CIRCUIT SHALL BE GROUPED BY WIRE TIES OR SIMILAR ’ _
MEANS IN AT LEAST ONE LOCATION WITHIN THE PANELBOARD OR OTHER POINT OF ﬁ;ngéc'CgalﬂRg;ERAsngg' (F;LRllj\SDll-_:l' MS%J;[ES'NGHU%EEEEV%%N'ARSRBEVC HART
ORIGINATION. AS PER (ARTICLE 210.4(D)) OF THE N.E.C. ! ’ ! ’

2.  RECEPTACLES; STANDARD LINE STYLE, STRAIGHT BLADE, 2—-POLE, 3-

-
=
; CONDUCTORS: 0 4
' 1. CONDUCTORS; SOFT DRAWN, ANNEALED COPPER WITH CONDUCTIMITY OF R e T D 20 A B R areO 8
! NOT LESS THAN 98 % BY 'ASTM' STANDARDS. HART ' PR ' o
: 2. CONDUCTOR SIZE NUMBERS; AMERICAN WIRE GAUGE (AWG. SYSTEM, 3. DIMMER SWITCHES: RATED FOR FULL RANGE DIMMING OF 120 VAC =z
$ STANDARD TRADE SIZES. LOADS, EITHER /FLUORESCENT OR INCANDESCENT, KNOB OR SLIDE BANEL "A” COMBlﬁATION R
! CONTROLLED W/ FULL OFF POSITION, FLUSH MOUNTABLE IN STANDARD METER/DISC.
' 3. CONDUCTORS; COLOR CODED PER CODE AND UTILITY CO. 1-GANG OR 2-GANG BOXES. ARCHITECTURAL' STYLE, THIN PROFILE 200A MCB 120/240V, 1PH, 3W,
! TYPES, BY LEVITON, 'COMM. SPEC. GRADE' SERIES, LUTRON OR 120,/240V @ NEMA 3R
i 4, CONDUCTORS; LITHONIA. 1PH, 3W o 200/2 BKR.
& * No.12 AWG SIZE AND SMALLER; SOLID.
; No.10 AWG SIZE: SOLID 4. GROUND FAULT CIRCUIT INTERRUPTED (GFCI) RECEPTACLES; U.L.
d * No.8 AWG SIZE AND LARGER: STRANDED. STRANDED CONDUCTORS: LISTED FOR PERSONNEL PROTECTION AGAINST LINE-TO— GROUND SHOCK
CLASS 'B' OR 'C. HAZARD. GFCI RECEPTS.; DUPLEX, 'DECORA STYLE' BY LEVITON, b |—1#46.-1" PvC

CONTROL CIRCUITS; MINIMUM AWG No.14. "COMM. SPEC. GRADE', HUBBELL OR ARROW HART.

* POWER AND LIGHTING BRANCH CIRCUITS; AWG # 12 FOR GENERAL 5. KEYLESS LAMPHOLDER: WHITE PORCELAIN, 660 WATTS AT 250 VOLTS;
CIRCUITS NOT REQUIRING DERATING OR SIZE INCREASE TO LEVITON, CAT. No. 9875-2.
REDUCE VOLTAGE DROP.

TEMPORARY WIRING DURING CONSTRUCTION:

PROVIDE TEMPORARY ELECTRICAL DISTRIBUTION WIRING AND RELATED

3#3/0,1#6G.—SE CABLE—l

NEMA—-3R RATED.

14. PROVIDE ARC—FAULT CIRCUIT INTERRUPTING AND GROUND FAULT INTERRUPTING

o 3#3/0-2" PVC

: £ CODNG AS INDICATED: 6. COVER PLATES: FOR FLUSH, INSIDE, WALL MOUNTED DEVICES;
{ 120/208 VOLT SYSTEM: LEVITON.

; PHASE A-BLACK 7. INSTALL WIRING DEVICES WITH TOP—OF~BOX MOUNTING HEIGHTS ABOVE

; PHASE B-RED FINISHED FLOORS AS FOLLOWS: FOR RECEPTACLES 18 INCHES AND 48

& EEG?EXL_BV'V_ﬂFTE INCHES FOR SWITCHES AS REQUIRED BY HANDICAPPED CODES. FOUNDATION FOOTING REBAR —»F

L GROUND—GREEN LIGHTING: o TO POWER

£ 1. FLUORESCENT BALLASTS; HIGH POWER FACTOR (HPF) TYPE, CLASS ‘P o COMPANY

£ 5. USE A SPERATE LUG FOR EACH CONDUCTOR WHERE MULTIPLE CONDUCTORS PROTECTED, SOUND RATING “A’, AND ENERGY SAVING TYPE. 5/8°X8" GROUND ROD TRANSFORMER

ARE CONNECTED TO THE SAME ELECTRICAL TERMINAL POSITION

6. FEEDER CONDUCTORS (TO INCLUDE SUB-FEEDER); UNSPLICED
THROUGHOUT THEIR LENGTH.

7. BRANCH CIRCUIT CONDUCTORS; UNSPLICED EXCEPT WHERE CIRCUITS ARE
SHOWN TO DIVIDE BY THE PLANS. 3. ORIENT FLUORESCENT LAMPS WITHIN THE SAME VISUAL SPACE IN THE

2. FLUORESCENT BALLASTS FOR THE MINI-LAMPS; U.L. LABELED OR
ACCEPTABLE TO BUILDING OFFICIALS, ENCAPSULATED, QUIET
OPERATING DESIGN IF AVAILABLE.

PROJECT OWNER NOR ANY OTHER ENTITY ON OTHER PROJECTS OR FOR ANY EXTENSIONS OR ADDITIONS OR ALTERATIONS TO THE ORIGINAL PROJECT EXCEPT BY WRITTEN AUTHORIZATION & PERMISSION FROM AND AGREEMENT WITH TRINITY ENGINEERING GROUP INC.

ELECTRICAL RISER

§ SCALE: N.T.S.
] SAME DIRECTION.
: 8.  GENERAL WIRING CONDUCTORS OPERATING AT 600 VOLTS AND BELOW: CROUNDING:
: ?3[53@9 HERTZ, 600 VOLTS, WITH 900C INSULATION AS 1. GROUND ELECTRICAL SYSTEMS, EQUIPMENT, AND SUPPORTING
4 - STRUCTURES. PROVIDE BONDING JUMPERS WHERE NECESSARY.
A FEEDER CONDUCTORS: RATED FOR WET LOCATIONS OF ‘THHN', MECHANICALLY AND ELECTRICALLY SECURE METAL RACEWAYS AND
THWN' FITTINGS, JOINTS AND CONNECTIONS AT EQUIPMENT TO PROVIDE AN

GROUNDING MEANS. METAL RACEWAYS; ELECTRICALLY CONTINUOUS
THROUGHOUT THEIR LENGTH FOR AN EFFECTIVE GROUNDING PATH TO THE
POWER SERVICE DISCONNECT SWITCH.

B.  BRANCH CONDUCTORS RATED FOR:
; * WET LOCATIONS, OR LOCATIONS LOCATED BELOW GRADE OR
s ENCASED IN SLAB ON GRADE, OF 'XHHN’, 'XHHW-2'.

* DRY LOCATIONS OF 'XHHN’, 'XHHW-2'.

OR ABOVE COUNTER WHERE SHOWN, HUBBELL #5362.

SPECIAL RECEPTACLE. REFER TO PLANS FOR VOLTAGE, AMPERAGE AND
CONFIGURATION TYPE.

DEVELOPMENT
RESOURCES INC.
EXEC. DIRECTOR
THERESA DYER

SINGLE FAMILY
HOUSING DEVELOPEMENT
PROTOTYPE "B"
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AutoCAD SHX Text
     OPERATING DESIGN IF AVAILABLE.

AutoCAD SHX Text
     SAME DIRECTION.

AutoCAD SHX Text
     POWER SERVICE DISCONNECT SWITCH.

AutoCAD SHX Text
1.   FLUORESCENT BALLASTS; HIGH POWER FACTOR (HPF) TYPE, CLASS `P'

AutoCAD SHX Text
     PROTECTED, SOUND RATING `A', AND ENERGY SAVING TYPE.

AutoCAD SHX Text
2.   FLUORESCENT BALLASTS FOR THE MINI-LAMPS; U.L. LABELED OR

AutoCAD SHX Text
     ACCEPTABLE TO BUILDING OFFICIALS, ENCAPSULATED, QUIET

AutoCAD SHX Text
3.   ORIENT FLUORESCENT LAMPS WITHIN THE SAME VISUAL SPACE IN THE

AutoCAD SHX Text
1.   GROUND ELECTRICAL SYSTEMS, EQUIPMENT, AND SUPPORTING

AutoCAD SHX Text
     STRUCTURES. PROVIDE BONDING JUMPERS WHERE NECESSARY.

AutoCAD SHX Text
     MECHANICALLY AND ELECTRICALLY SECURE METAL RACEWAYS AND

AutoCAD SHX Text
     FITTINGS, JOINTS AND CONNECTIONS AT EQUIPMENT TO PROVIDE AN

AutoCAD SHX Text
     GROUNDING MEANS.  METAL RACEWAYS; ELECTRICALLY CONTINUOUS

AutoCAD SHX Text
     THROUGHOUT THEIR LENGTH FOR AN EFFECTIVE GROUNDING PATH TO THE

AutoCAD SHX Text
     GREATEST PRACTICAL EXTENT.

AutoCAD SHX Text
     CONTRACTOR AT TENANT'S EXPENSE.

AutoCAD SHX Text
3.   PROVIDE FOR EACH RACEWAY A GREEN #12 GROUNDING CONDUCTOR IN

AutoCAD SHX Text
     ADDITION TO BRANCH CONDUCTORS INDICATED.

AutoCAD SHX Text
4.   DO NOT SPLICE MAIN BONDING JUMPER. CONFIRM THAT A MAIN BONDING

AutoCAD SHX Text
     JUMPER IS PROVIDED AT THE POINT OF SERVICE ONLY.

AutoCAD SHX Text
5.   GROUND BOTH NEUTRAL AND GREEN ISOLATED GROUNDING TYPE

AutoCAD SHX Text
     CONDUCTORS FOR ISOLATED GROUNDING CIRCUITS AT ONE POINT OF

AutoCAD SHX Text
     GROUND OF SEPARATELY DERIVED ELECTRICAL SYSTEM.

AutoCAD SHX Text
1.   TEST INDIVIDUAL SYSTEMS AND COMPONENTS FOR FULL FUNCTIONAL

AutoCAD SHX Text
     REQUIREMENTS. PERFORM TESTS AS REQUIRED BY CODE, LOCAL

AutoCAD SHX Text
     PRACTICES, OR AS REASONABLY REQUIRED BY THE OWNER'S

AutoCAD SHX Text
     REPRESENTATIVE WHERE A QUESTION ARISES AS TO THE PROPER

AutoCAD SHX Text
     INSTALLATION OR OPERATION OF MATERIALS.

AutoCAD SHX Text
2.   PROVIDE TESTING INSTRUMENTS, PROCEDURES, AND DOCUMENTATION.

AutoCAD SHX Text
1.   MAJOR COMPONENTS OF THE DISTRIBUTION SYSTEM SUCH AS THE 

AutoCAD SHX Text
     PANELBOARD, DISCONNECT SWITCHES...ETC. SHALL HAVE PERMANENT

AutoCAD SHX Text
     NAMEPLATES FOR EQUIPMENT IDENTIFICATION. PROVIDE NAMEPLATE ON

AutoCAD SHX Text
2.   INSTALL RACEWAY OR CABLE, ETC. THAT PENETRATES A FIRE BARRIER,

AutoCAD SHX Text
     WITH MATERIALS AND METHODS APPROVED FOR APPLICATION BY

AutoCAD SHX Text
     BUILDING OFFICIALS. IDENTIFY EACH FIRE BARRIER FROM THE

AutoCAD SHX Text
     ARCHITECTURAL PLANS, AND FOR SECURE APPROVAL OF MATERIALS AND

AutoCAD SHX Text
     METHODS FOR EACH TYPE PENETRATION.

AutoCAD SHX Text
     SERVICE DISCONNECT IN "TDP" PANEL AND POWER COMPANY METER

AutoCAD SHX Text
     TO INDICATE TENANT SPACE NUMBER AND SPACE LEVEL.

AutoCAD SHX Text
3.   ROOF PENETRATIONS SHALL BE COORDINATED WITH LANDLORD'S REPRESENT-

AutoCAD SHX Text
     ATIVE. ALL ROOF CUTTING/PATCHING SHALL EB BY LANDLORD'S ROOFING

AutoCAD SHX Text
4.   PROVIDE APPROVED "MEANS OF DISCONNECT" FOR STOREFRONT SIGN(S).

AutoCAD SHX Text
5.   PROVIDE NAMEPLATES FOR ALL ROOF MOUNTED DISCONNECT SWITCHES.

AutoCAD SHX Text
    WITH SPACE NAME, NUMBER AND MALL LEVEL INFORMATION.

AutoCAD SHX Text
6.   PROVIDE ACCESS PANELS AT ALL LANDLORD INSTALLED ELECTRICAL DEVICES 

AutoCAD SHX Text
2.   INSTALL GROUNDING CONDUCTORS WITHOUT JOINT OR SPLICE TO THE

AutoCAD SHX Text
     IN THE FIELD FOR EACH APPLICATION.

AutoCAD SHX Text
     SERVICES AS REQUIRED.

AutoCAD SHX Text
TELEPHONE SYSTEM ROUGH-IN:

AutoCAD SHX Text
TEMPORARY WIRING DURING CONSTRUCTION:

AutoCAD SHX Text
1.   PROVIDE COMPLETE ENCLOSED RACEWAYS WITH MEASURED PULL CORDS

AutoCAD SHX Text
     FOR FUTURE USE BY OTHERS. PROVIDE A 1" CONDUIT FROM LANDLORD'S

AutoCAD SHX Text
     MAIN TERMINAL LOCATION TO TENANT'S SPACE.

AutoCAD SHX Text
1.   PROVIDE TEMPORARY ELECTRICAL DISTRIBUTION WIRING AND RELATED

AutoCAD SHX Text
     AND EQUIPMENT ABOVE HARD CEILINGS. ACCESS PANELS TO BE SIZED 

AutoCAD SHX Text
MISCELLANEOUS:

AutoCAD SHX Text
TESTING:

AutoCAD SHX Text
GROUNDING:

AutoCAD SHX Text
LIGHTING:

AutoCAD SHX Text
     COORDINATED WITH STRUCTURAL, MECHANICAL AND ARCHITECTURAL

AutoCAD SHX Text
     MEANS WHEN NOT INTEGRALLY PROVIDED WITH THE EQUIPMENT.

AutoCAD SHX Text
8.   STARTERS AND DISCONNECT SWITCHES; ENCLOSED QUICK-MAKE AND

AutoCAD SHX Text
     PROVIDE SUITABLE TYPE BREAKERS SERVING HIGH INRUSH CIRCUITS

AutoCAD SHX Text
2.   CONDUCTOR SIZE NUMBERS; AMERICAN WIRE GAUGE (AWG. SYSTEM,

AutoCAD SHX Text
9.   BRANCH CIRCUIT BREAKERS; MOLDED CASE, AUTOMATIC TRIPPING TYPE,

AutoCAD SHX Text
     BOLT-ON  OR  I-LINE  CONSTRUCTION, MINIMUM FRAME SIZE OF 100

AutoCAD SHX Text
     AMPS AND A MINIMUM TRIP SIZE OF 15 AMPS, CALIBRATED FOR  40oC.

AutoCAD SHX Text
1.   CONDUCTORS; SOFT DRAWN, ANNEALED COPPER WITH CONDUCTIVITY OF

AutoCAD SHX Text
     *    No.8 AWG SIZE AND LARGER; STRANDED.  STRANDED CONDUCTORS;

AutoCAD SHX Text
     *    POWER AND LIGHTING BRANCH CIRCUITS; AWG # 12 FOR GENERAL

AutoCAD SHX Text
8.   GENERAL WIRING CONDUCTORS OPERATING AT 600 VOLTS AND BELOW;

AutoCAD SHX Text
     RATED 60 HERTZ, 600 VOLTS, WITH 90oC INSULATION AS

AutoCAD SHX Text
5.   USE A SPERATE LUG FOR EACH CONDUCTOR WHERE MULTIPLE CONDUCTORS

AutoCAD SHX Text
7.   BRANCH CIRCUIT CONDUCTORS; UNSPLICED EXCEPT WHERE CIRCUITS ARE

AutoCAD SHX Text
                    GROUND-GREEN

AutoCAD SHX Text
6.   FEEDER CONDUCTORS (TO INCLUDE SUB-FEEDER); UNSPLICED

AutoCAD SHX Text
     ARE CONNECTED TO THE SAME ELECTRICAL TERMINAL POSITION

AutoCAD SHX Text
     SHOWN TO DIVIDE BY THE PLANS.

AutoCAD SHX Text
     THROUGHOUT THEIR LENGTH.

AutoCAD SHX Text
     FOLLOWS:

AutoCAD SHX Text
CONDUCTORS:

AutoCAD SHX Text
10.  GROUP SINGLE-POLE BREAKERS USED FOR MULTI-WIRE CIRCUITS

AutoCAD SHX Text
4.   CONDUCTORS;

AutoCAD SHX Text
3.   CONDUCTORS; COLOR CODED PER CODE AND UTILITY CO.

AutoCAD SHX Text
     *    No.12 AWG SIZE AND SMALLER; SOLID.

AutoCAD SHX Text
     *    No.10 AWG SIZE; SOLID

AutoCAD SHX Text
     *    CONTROL CIRCUITS; MINIMUM AWG No.14.

AutoCAD SHX Text
          CIRCUITS NOT REQUIRING DERATING OR SIZE INCREASE TO

AutoCAD SHX Text
               120/208 VOLT SYSTEM:

AutoCAD SHX Text
                    PHASE A-BLACK

AutoCAD SHX Text
                    PHASE B-RED

AutoCAD SHX Text
                    PHASEC-BLUE

AutoCAD SHX Text
                    NEUTRAL-WHITE

AutoCAD SHX Text
          REDUCE VOLTAGE DROP.

AutoCAD SHX Text
     *    CODING AS INDICATED:

AutoCAD SHX Text
     STANDARD TRADE SIZES.

AutoCAD SHX Text
          CLASS 'B' OR 'C'.

AutoCAD SHX Text
     CONSECUTIVELY ON THE SAME SIDE OF THE CABINET.

AutoCAD SHX Text
     NOT LESS THAN 98 % BY 'ASTM' STANDARDS.

AutoCAD SHX Text
     FOR INCANDESCENT LIGHTING.

AutoCAD SHX Text
     QUICK-BREAK MECHANISMS.

AutoCAD SHX Text
     LITHONIA.

AutoCAD SHX Text
     'COMM. SPEC. GRADE', HUBBELL OR ARROW HART.

AutoCAD SHX Text
4.   GROUND FAULT CIRCUIT INTERRUPTED (GFCI) RECEPTACLES; U.L.

AutoCAD SHX Text
     LISTED FOR PERSONNEL PROTECTION AGAINST LINE-TO- GROUND SHOCK

AutoCAD SHX Text
     HAZARD. GFCI RECEPTS.; DUPLEX, 'DECORA STYLE' BY LEVITON,

AutoCAD SHX Text
5.   KEYLESS LAMPHOLDER: WHITE PORCELAIN, 660 WATTS AT 250 VOLTS;

AutoCAD SHX Text
6.   COVER PLATES: FOR FLUSH, INSIDE, WALL MOUNTED DEVICES;

AutoCAD SHX Text
7.   INSTALL WIRING DEVICES WITH TOP-OF-BOX MOUNTING HEIGHTS ABOVE

AutoCAD SHX Text
     FINISHED FLOORS AS FOLLOWS: FOR RECEPTACLES 18 INCHES AND 48 

AutoCAD SHX Text
     INCHES FOR SWITCHES AS REQUIRED BY HANDICAPPED CODES.

AutoCAD SHX Text
     LEVITON.

AutoCAD SHX Text
     LEVITON, CAT. No. 9875-2.

AutoCAD SHX Text
     STAINLESS STEEL; ALUMINUM FOR ALUMINUM BOXES.

AutoCAD SHX Text
     REQUIREMENTS.  ROUTE RACEWAYS TO AVOID 'TRAPPING' WHERE

AutoCAD SHX Text
1.   EQUIPMENT ENCLOSURES, BOXES, & COVERS; GALVANIZED STEEL,

AutoCAD SHX Text
     MALLEABLE IRON, GRAY IRON, OR COPPER-FREE ALUMINUM. SCREWS;

AutoCAD SHX Text
     *    FLUSH MOUNTED WITH CONCEALED RACEWAYS OR FLUSH MOUNTED

AutoCAD SHX Text
     *    SURFACE MOUNTED TYPE IN EQUIPMENT ROOMS, WITH EXPOSED

AutoCAD SHX Text
          RACEWAYS AND OTHER SURFACE MOUNTED DEVICES.

AutoCAD SHX Text
3.   BOXES FOR USE WITH GENERAL RACEWAY SYSTEMS; 4 INCHES SQUARE OR

AutoCAD SHX Text
     OCTAGONAL SIZE, NOT BE LESS THAN 1-1/2 INCHES DEEP, EXCEPT

AutoCAD SHX Text
     WHERE SHALLOWER BOXES ARE REQUIRED BY STRUCTURAL CONDITIONS.

AutoCAD SHX Text
     4 BY 2 INCH BOXES; WHERE ONLY ONE RACEWAY ENTERS AN OUTLET

AutoCAD SHX Text
     BOX, OR WHERE NEEDED TO MATCH DEVICES AND/OR MOUNTING

AutoCAD SHX Text
4.   DO NOT USE SUSPENDED CEILING CONSTRUCTION TO SUPPORT RACEWAYS,

AutoCAD SHX Text
     BOXES OR OTHER ITEMS, EXCEPT AS ALLOWED BY CODE AND ACCEPTED

AutoCAD SHX Text
1.   SWITCHES; STANDARD LINE STYLE, MAINTAINED, 20 AMPS, 120-

AutoCAD SHX Text
     277 VAC, QUIET OPERATING, FLUSH MOUNTING, BY LEVITON, 'SPEC-

AutoCAD SHX Text
     MASTER, COMMERCIAL SPEC. GRADE' SERIES, HUBBELL OR ARROW HART.

AutoCAD SHX Text
2.   RECEPTACLES; STANDARD LINE STYLE, STRAIGHT BLADE, 2-POLE, 3-

AutoCAD SHX Text
     WIRE GROUNDING TYPE, RATED 125 VAC,  20 AMPS, BY LEVITON,

AutoCAD SHX Text
     'SPECMASTER, 'COMM. SPEC. GRADE' SERIES, HUBBELL OR ARROW

AutoCAD SHX Text
3.   DIMMER SWITCHES; RATED FOR FULL RANGE DIMMING OF 120 VAC

AutoCAD SHX Text
     LOADS, EITHER FLUORESCENT OR INCANDESCENT, KNOB OR SLIDE

AutoCAD SHX Text
     CONTROLLED W/ FULL OFF POSITION, FLUSH MOUNTABLE IN STANDARD

AutoCAD SHX Text
     1-GANG OR 2-GANG BOXES. ARCHITECTURAL' STYLE, THIN PROFILE

AutoCAD SHX Text
     TYPES, BY LEVITON, 'COMM. SPEC. GRADE' SERIES, LUTRON OR

AutoCAD SHX Text
     BY THE ARCHITECT IN WRITING.

AutoCAD SHX Text
     HART.

AutoCAD SHX Text
DEVICES:

AutoCAD SHX Text
     PRACTICABLE.

AutoCAD SHX Text
          DEVICES.

AutoCAD SHX Text
2.   ENCLOSURES:

AutoCAD SHX Text
     HARDWARE.

AutoCAD SHX Text
ENCLOSURES AND BOXES:

AutoCAD SHX Text
     CURRENT INTERRUPTING CAPACITY AS INDICATED, IN AMPERES, RMS,

AutoCAD SHX Text
     NEUTRAL GROUND (S/N); GENERAL ELECTRIC (G.E.),  WESTINGHOUSE,

AutoCAD SHX Text
2.   DISTRIBUTION EQUIPMENT USING CIRCUIT BREAKER TYPE PROTECTIVE

AutoCAD SHX Text
     MINIMUM DEPTH OF 5-3/4 INCHES, AND MINIMUM MAINS RATED 100

AutoCAD SHX Text
1.   SUBMIT SHOP DRAWINGS & PRODUCT INFORMATION FOR THE FOLLOWING:

AutoCAD SHX Text
1.   DISTRIBUTION EQUIPMENT; RATED FOR 240 OR 600 VAC, 60 HZ, FAULT

AutoCAD SHX Text
3.   PANELBOARDS; FACTORY ASSEMBLED, MINIMUM WIDTH OF 20 INCHES, A

AutoCAD SHX Text
     BRANCH CIRCUIT BREAKERS; TYPE "NHB" WITH E-FRAME BREAKERS.

AutoCAD SHX Text
     SOLID NEUTRAL BUS; WITH A FEEDER LUG AND WITH A SEPARATE

AutoCAD SHX Text
5.   PANELBOARD MOUNTING; TOP OF ENCLOSURE 78 INCHES ABOVE THE

AutoCAD SHX Text
     FINISHED FLOOR/GRADE, WITH THE BOTTOM OF THE CABINET NOT

AutoCAD SHX Text
6.   DISCONNECT SWITCHES; 'HEAVY-DUTY' RATED WITH QUICK-MAKE AND

AutoCAD SHX Text
     THE CHARACTERISTICS AND NAMEPLATE RATINGS OF EQUIPMENT IN

AutoCAD SHX Text
     FUSED SWITCHES IN BRANCH CIRCUITS; NON-RENEWABLE CARTRIDGE

AutoCAD SHX Text
7.   PROVIDE STARTER WITH OVERCURRENT PROTECTION AND DISCONNECTING

AutoCAD SHX Text
     ACCESSORIES.  SWITCHES LOCATED OUTSIDE; 'NEMA-3R' ENCLOSED

AutoCAD SHX Text
     OF PROTECTIVE DEVICES.  CABINETS; FULL SIZED SINGLE DOORS WITH
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     CHROMIUM PLATED COMBINATION CYLINDER LOCK AND CATCH AND TWO
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4.   PANELBOARD MAINS; COPPER WITH BRANCH CONNECTIONS
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     IN VERTICALLY DISTRIBUTED CONSECUTIVE PHASE SEQUENCE SUCH THAT

AutoCAD SHX Text
     ONE OR MULTIPLE POLE BREAKERS CAN BE MOUNTED IN ANY POSITION. 

AutoCAD SHX Text
     CLOSER THAN 6 INCHES TO THE FLOOR/GRADE, PROPERLY ALIGNED AND

AutoCAD SHX Text
     SUPPORTED INDEPENDENTLY OF THE CONNECTING RACEWAYS. COMPLETE

AutoCAD SHX Text
     QUICK-BREAK MECHANISMS.  PROVIDE GROUND LUGS AND CODE REQUIRED

AutoCAD SHX Text
     PROVIDE AN ENCLOSED SWITCH FOR ELECTRICALLY SERVED EQUIPMENT.

AutoCAD SHX Text
     PROVIDE SWITCHES & FUSES, INCLUDING HEATER ELEMENTS, RATED PER

AutoCAD SHX Text
     *    SIZES 1 - 200 AMPS: DUAL ELEMENT, CURRENT LIMITING FUSES,

AutoCAD SHX Text
          CLASS 'RK-1', OR 'RK-5', SELECTED TO PROVIDE STARTING AND

AutoCAD SHX Text
     AMPERES, WITH POLE 'SPACES'; BUSSED AND READY FOR INSTALLATION

AutoCAD SHX Text
     ACCORDANCE WITH CODE REQUIREMENTS, MANUFACTURER'S

AutoCAD SHX Text
     RECOMMENDATIONS AND CHARTS. PROVIDE SWITCHES WITH CODE

AutoCAD SHX Text
     FUSES RATED 250 OR 300 VAC OR 600VAC AS FOLLOWS:

AutoCAD SHX Text
     *    OTHER RATINGS, SIZES OR SPECIAL APPLICATIONS AS

AutoCAD SHX Text
     REQUIRED ACCESSORIES.

AutoCAD SHX Text
          LIMIT LET-THRU CURRENT.

AutoCAD SHX Text
          INDICATED.

AutoCAD SHX Text
     TYPE WITH LOCKING HASP.

AutoCAD SHX Text
     KEYS. "GENERAL ELECTRIC" OR EQUAL: TYPE "NLAB" W/ Q-LINE

AutoCAD SHX Text
     SET-SCREW TERMINAL FOR EACH BRANCH CIRCUIT POLE.

AutoCAD SHX Text
     INSIDE CIRCUIT DIRECTORY CARD USING A TYPEWRITER.

AutoCAD SHX Text
SUBMITTALS:

AutoCAD SHX Text
DISTRIBUTION EQUIPMENT:

AutoCAD SHX Text
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FILE NAME: M1.1.dwg

DIRECTORY: F:\2018—100 Jackson County NSP3 Program\ARCH\

PLOT DATE: Nov 04, 2019

HEAT PUMP SPLIT SYSTEM SCHEDULE

FAN COOLING HEATING BASIS OF DESIGN

SCOPE OF WORK: UNIT TOTAL | OA. | ES.P. | MOTOR| SENSIBLE] TOTAL| HTG.]| MIN. AUX. HEAT CARRIER ELECTRICAL| NOTES

CFM CFM |(IN W.C.)| HP (MBH) (MBH)| (MBH)| SEER (KW) STAGES FCU HP VOLTS /PH
FCU-1 / HP-1 1500 | 150 | 0.6 3/4 34.6 46.8 | 26.5 | 14.0 15.0 1 FX4DNF49L| 25HCE448A003| 208y, 1PH.| 1

HVAC SPECIFICATIONS:

1. SCOPE OF WORK FOR THE PROJECT SHALL CONSIST OF PROVIDING ALL LABOR,
MATERIAL, EQUIPMENT, HOISTING AND OTHER ITEMS AS NECESSARY FOR A
COMPLETE OPERATIONAL HVAC SYSTEM. / SUPPORT TO STRUCTURE ABOVE

2. ALL WORK SHALL CONFORM TO THE 2014 INTERNATIONAL MECHANICAL AND BUILDING SPIN—IN COLLAR WITH
CODES WITH THE 2012 GEORGIA STATE AMENDMENTS AND THE 2012 GEORGIA STATE MANUAL VOLUME DAMPER\

NOTES:
PROVIDE THERMOSTAT TO BE COMPATIABLE WITH SYSTEM.
FAN COIL UNIT SHALL COME COMPLETE WITH INTEGRAL CONTROL BOARD, INSULATED CABINET, FAN AND MOTOR AND COIL AND ELECTRIC HEAT.
PROVIDE RETURN AIR PLENUM FOR CONNECTION OF RETURN AIR GRILLE, IF REQUIRED.
ROUTE PRIMARY CONDENSATE DRAIN TO EXTERIOR DRAIN AS REQUIRED.
UNIT TO BE A HORIZONTAL TYPE UNIT.

ENERGY CODE. CONTRACTOR SHALL PROVIDE FOR ALL PERMITS, FEES AND OTHER COSTS
ASSOCIATED WITH LOCAL JURISDICTION HAVING AUTHORITY.

3. DRAWINGS ARE GENERALLY INDICATIVE OF DESIGN INTENT; THEREFORE, ANY
OFFSETS OR ADDITIONAL MATERIAL REQUIRED AS A RESULT OF BUILDING I XX
CONDITIONS OR COORDINATION WITH THE WORK OF OTHER TRADES SHALL BE
PROVIDED FOR AT NO ADDITIONAL EXPENSE TO THE OWNER. / METAL CLAMP AROUND FLEX

4. NO EQUIPMENT SHALL BE OPERATED DURING CONSTRUCTION UNTIL SUCH TIME / pucT & COLLAR TO BE DRAWN HVAC SYMBOLS AND ABBREVIATIONS
SUPPLY DUCT

INSULATED FLEXIBLE DUCT 5’-0" MAX

Gbn=

TIGHT & TAPED
AS CONTRACTOR IS NOTIFIED THAT SYSTEMS ARE READY TO BE STARTED FOR

—%
FINAL DELIVERY TO THE OWNER. —\ I \EW DUCTWORK EF EXHAUST FAN

M FLEXIBLE DUCT FCU—* | FAN COIL UNIT

PRODUCTS: /
REFER TO ARCHITECTURAL \ CEILING DIFFUSER PROVIDE [———1 VOLUME DAMPER CFM  CUBIC FEET PER MINUTE
1. PRODUCTS FOR THE LAYOUT BASIS HAVE BEEN SELECTED FROM A SINGLE DWGS. FOR. CEILING TYPE SQUARE TO ROUND ADAPTOR

MANUFACTURER. CONTRACTOR MAY AT HIS OPTION PROVIDE EQUIPMENT OF AS NEEDED X SUPPLY DIFFUSER O— | DIFFUSER DESIGNATION
ANOTHER MANUFACTURER PROVIDED HE ENSURES THAT HIS SELECTION IS
EQUAL TO THE MANUFACTURER OF THE SPECIFIED EQUIPMENT AND WILL FIT A RETURN OR EXHAUST GRILLE @ THERMOSTAT ARCHITECT

NOTE:
WITHIN THE SPACE PROVIDED. 1. METHOD OF INSTALLATION FOR AIRTIGHT SEAL IS TYPICAL GALV, DU, HP—*  HEAT PUMP CONDENSER

2. ALL EQUIPMENT SHALL BE NEW AND SHALL BE PROVIDED WITH A FULL FOR ALL FLEX CONNECTIONS TO AIR DISTRIBUTION DEVICES. BACKDRAFT DAMPER
MANUFACTURER’S WARRANTY EXTENDED TO THE OWNER.

DIFFUSER CONNECTION DETAIL RN

BASIS OF
1. INSTALL A NEW AIR DISTRIBUTION SYSTEM PER PLANS AND SPECIFICATIONS. NTS LABEL | TYPE | cp FNSVE)'C "H"STOR DRIVE| “HESIGN NOTES
DUCTWORK SHALL BE GALVANIZED SHEET METAL WITH JOINTS SEALED WITH DUCT MASTIC ol i

PER MANUFACTURER RECOMMENDATIONS. AT THE OPTION OF THE OWNER, 2" THICK C) EF—1 | CEILING| 80 0.125 48W DIRECT| BROAN 684 1,2
(R-6) FIBERGLASS DUCTBOARD MAY BE USED. NOTES

2. WRAP ALL DUCTWORK WHICH WILL BE CONCEALED AFTER BUILDING FINISHES WITH 1. SWITCHED IN BATHROOM UNDER DIVISION 16.

FOIL—FACE 2” THICK DUCT—WRAP, WITH JOINTS LAPPED AND STAPLED. CEILING SOFFIT CAP 2. FAN SHALL COME COMPLETE WITH DISCONNECT, BACKDRAFT DAMPER AND
REMOVABLE GRILLE.

3. MAXIMUM LENGTH OF FLEXIBLE DUCTWORK IS 15 -0" BY FAN e i MANUFACTURERS AGGEPTED
4. AIR DISTRIBUTION DEVICES SHALL BE ALL SELECTED FROM THE SAME MANUFACTURER (EQ )
MANUFACTURER AND SHALL BE PROPERLY SELECTED FOR CEILING OR WALL FINISH.
COORDINATE FINISHES WITH ARCHITECTURAL DRAWINGS. PRIOR TO PLENUM

INSTALLING FACE PLATES, SPRAY PAINT ALL PARTS VISIBLE THRU THE FACE
P BLACK EXHAUST FAN DETAIL DIFFUSER SCHEDULE
HVAC EQUIPMENT: N\ NTS MARK —— 8’9 —— NECK

1. CEILING EXHAUST FANS SHALL BE STEEL HOUSING WITH FAN STATICALLY AND DYNAMICALLY 150 —— CFM
BALANCED, PERMANENETLY LUBRICATED MOTOR, DISCONNECT MEANS, BACKDRAFT DAMPER FAN COIL UNIT
AND DECORATIVE CEILING GRILLE. SECURE FAN TO STRUCTURE INDEPENDENT OF CEILING MANUAL VOLUME MARK TYPE FACE BASIS OF DESIGN
GRID SYSTEM. FANS SHALL BE ACME, COOK, GREENHECK, PENN OR OWNER APPROVED EQUAL. DAMPER A SUPPLY 5 X 8 TITUS, PRICE OR EQUAL

2. FAN COIL UNIT SHALL BE COMPLETE WITH FAN AND MOTOR, CONTROL BOARD, COPPER TUBE FLEX. CONN.
EVAPORATOR COIL WITH ALUMINUM FINS, REFRIGERANT EXPANSION DEVICE, TRANSFORMER,
FAN CONTROL CENTER, ELECTRIC STRIP HEATER AS SCHEDULED. AN INSULATED FACTORY
BAKED ENAMEL FINISH CABINET. UNIT SHALL BE OF THE SAME MANUFACTURER AS THE OUT-—
DOOR HEAT PUMP/CONDENSING UNIT.

Georgia 30501

Architects
Gainesville
770 q534 0612

Bailey
Associates

FAN SCHEDULE

TRINITY
ENGINEERING
GAINESVILLE, GA 30501
TEL. (770) 535-1044

GROUP INC.

1081 THOMPSON BRIDGE RD

=
Z
Q
—
Z,
=
=
~

B RETURN 20 X 20 TITUS, PRICE OR EQUAL

1. DIFFUSER FRAME TYPES SHALL BE COMPATIBLE WITH ARCHI—-
TECTURAL CEILING TYPES IN WHICH IT IS INSTALLED.
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PLUMBING SPECIFICATIONS

PART | — GENERAL

FURNISH AND INSTALL ALL EQUIPMENT, FIXTURES AND DISTRIBUTION
SYSTEMS SHOWN ON THE DRAWINGS AND/OR DESCRIBED WITHIN THESE
SPECIFICATIONS. ITEMS LABELLED AS 'OWNER—FURNISHED SHALL BE
INSTALLED BY OWNER UNLESS OTHERWISE NOTED, BUT CONTRACTOR
SHALL BE RESPONSIBLE FOR COORDINATION OF WORK ADJACENT TO
OWNER'S ITEMS. CONTRACTOR SHALL OBTAIN CUT SHEET OR SIMILAR
DESCRIPTION OF OWNER-FURNISHED ITEM FOR PURPOSES OF
COORDINATION PRIOR TO STARTING WORK.

MANUFACTURER’S WRITTEN RECOMMENDATIONS SHALL BE FOLLOWED FOR
INSTALLATION OF WORK. WHERE MANUFACTURER’S INSTRUCTIONS DIFFER
FROM THESE DOCUMENTS, CONTRACTOR SHALL NOTIFY ARCHITECT

PRIOR TO STARTING WORK. TYPICALLY THE MOST RESTRICTIVE
INSTRUCTION SHALL APPLY. IN ADDITION, ALL WORK SHALL COMPLY WITH
THE CODE REQUIREMENTS FOR THIS PROJECT. SEE GENERAL NOTES

FOR LIST OF APPLICABLE CODES.

DRAWINGS ARE SCHEMATIC IN NATURE AND SHALL NOT BE SCALED BY
THE CONTRACTOR. CONTRACTOR SHALL PERFORM MEASUREMENTS IN

THE FIELD AND USE ACTUAL CHARACTERISTICS OF FURNISHED
EQUIPMENT AND FIXTURES. OFFSETS AND CONNECTIONS SHALL BE
PROVIDED WHERE REQUIRED AT NO ADDITIONAL COST. SPECIFICATIONS
SHALL COMPLEMENT THE INFORMATION PROVIDED ON THE DRAWINGS AND
SHALL DEFINE CONSTRUCTION STANDARDS AND QUALITY OF EQUIPMENT
TO BE USED. WHERE DRAWINGS AND SPECIFICATIONS PROVIDE
CONFLICTING INFORMATION, THE SPECIFICATIONS SHALL GOVERN.

DESIGN SHOWN ON PLANS IS BASED UPON ONE MANUFACTURER'S
EQUIPMENT AND FIXTURES. CONTRACTOR SHALL MAKE ALL NECESSARY
ADJUSTMENTS TO ACCOMMODATE THE EQUIPMENT AND FIXTURES ACTUALLY
INSTALLED ON SITE. ALL WORK REQUIRING SUBMITTAL & REVIEW SHALL
BE SUBMITTED FOR REVIEW PRIOR TO PURCHASE, OR INSTALLATION. SEE
GENERAL CONDITIONS FOR SUBMITTAL REQUIREMENTS.

CONTRACTOR SHALL THOROUGHLY CLEAN ALL EQUIPMENT AND
SYSTEMS PRIOR TO REQUESTING FINAL INSPECTION. ALL
SCRATCHES AND DENTS SHALL BE CORRECTED PRIOR TO
CLEANING. ALL DEBRIS SHALL BE REMOVED FROM SITE PRIOR TO
REQUESTING FINAL INSPECTION. ALL EQUIPMENT WITH FILTERS
SHALL HAVE NEW FILTERS INSTALLED PRIOR TO REQUESTING FINAL
INSPECTION.

ALL PIPING SYSTEMS SHALL BE PROTECTED FROM WATER, DIRT,
SCALE, AND DAMAGE DURING CONSTRUCTION. OPEN ENDS SHALL
BE COVERED OR CAPPED AND SEALED UNTIL READY FOR FINAL
CONNECTION AND USE.

EQUIPMENT AND MATERIALS STORED SHALL BE PROTECTED FROM
THE ELEMENTS BY MEANS OF 30 MIL BLACK PLASTIC AND SHALL
REST ABOVE GRADE OR FLOOR ON PALLETS UNTIL READY FOR
USE. EQUIPMENT AND MATERIALS THAT BECOME DAMAGED BY THE
ELEMENTS SHALL BE REPAIRED OR REPLACED.

CONTRACTOR SHALL TURN OVER TO OWNER SPARE PARTS, METER
KITS, AND OTHER SUCH ITEMS AT TIME OF FINAL INSPECTION.
CERTIFICATES OF DISINFECTION, AND O&M MANUALS SHALL BE
SUBMITTED MINIMUM OF ONE WEEK PRIOR TO CONTRACTOR'S
REQUEST FOR FINAL INSPECTION.

CONTRACTOR SHALL EXAMINE THE PREMISES AND VERIFY ANY AND
ALL OF THE EXISTING CONDITIONS UNDER WHICH WILL BE
REQUIRED TO OPERATE PRIOR TO ORDERING OR PURCHASING ANY
PLUMBING EQUIPMENT OR MATERIALS. CONTRACTOR SHALL NOTIFY
THE ARCHITECT IMMEDIATELY OF ANY DEVIATION FROM CONTRACT
DOCUMENTS.

PART I — PRODUCTS

A.  PIPING SYSTEMS

1.

DOMESTIC COLD AND HOT WATER SYSTEMS BELOW GRADE AND
BELOW FLOOR, TWO AND ONE—HALF INCHES AND SMALLER, FOR
WORKING PRESSURES 125 PSIG TO 5'-0" OUTSIDE BUILDING.

PIPE:
SOFT ANNEALED COPPER TYPE K CONFORMING TO FEDERAL

SPECIFICATION ~ WWT-799
HARD TEMPERED COPPER TYPE K CONFORMING TO FEDERAL
SPECIFICATION WWT-799.

FITTINGS:
FITTINGS ARE NOT PERMITTED BELOW FLOOR SLABS WITH
SOFT ANNEALED TYPE K COPPER PIPE.
CAST BRONZE FITTINGS PER FEDERAL SPECIFICATION WWT-799

WITH SOLDERED JOINTS.
JOINTS:

JOINTS ARE NOT PERMITTED BELOW FLOOR SLABS WITH
SOFT ANNEALED TYPE K COPPER PIPE.

ALL JOINTS SHALL BE SOLDERED WITH THE EXCEPTION OF
UNIONS, VALVES, SPECIALTIES AND DISCONNECT POINTS.
SOLDER SHALL BE LEAD-FREE EQUAL TO J.W. HARRIS

"BRIDGIT".
VALVES:

GATE VALVE CLOW AWWA OR APPROVED EQUAL

CHECK VALVE MILWAUKEE FIG. 509 OR APPROVED EQUAL
SLEEVES: MILWAUKEE FIG. F-2974 OR APPROVED EQUAL

SCHEDULE 40 PVC PIPE AT A MINIMUM OF 3" DIAMETER
OR TWO PIPE SIZES LARGER THAN INSULATED WATER PIPING.

2. DOMESTIC COLD AND HOT WATER SYSTEMS ABOVE GRADE, TWO

INCHES AND SMALLER, FOR WORKING PRESSURES 125 PSIG.

PIPE:

HARD DRAWN COPPER TUBING TYPE L ASTM B88.
MALLEABLE COPPER TUBING TYPE K FOR SUB GRADE INSTALLATIONS

FITTINGS:
WROUGHT COPPER OR BRASS

JOINTS:
SOLDERED WITH 95/5 TIN/SILVER TYPE

TAPE SHALL BE USED ON THREADED JOINTS.

VALVES:
GATE VALVE MILWAUKEE FIG. 149 OR APPROVED EQUAL
GLOBE VALVE MILWAUKEE FIG. 502 OR APPROVED EQUAL
CHECK VALVE MILWAUKEE FIG. 509 OR APPROVED EQUAL

3. SANITARY WASTE AND VENT SYSTEMS BELOW GRADE AND BELOW

FLOOR TO 5'-0" OUTSIDE BUILDING.
PIPE:
SCHEDULE 40 DWV PVC PER ASTM F 1488

FITTINGS:
SCHEDULE 40 DWV PVC FITTINGS
JOINTS:

PVC SHALL BE SOLVENT JOINTS.

MISCELANEOUS PRODUCTS (SUBMITTAL REQUIRED)

1. PRODUCTS:
FD FLOOR DRAIN — JAY R. SMITH FIG. 2110 WITH
P050 TRAP PRIMER CONNECTION.

NFGH  NON-FREEZE GROUND HYDRANT — 24" DEPTH OF BURY,
3/4 ", J. R. SMITH FIG. 5810-W-N.

2. CLEANOUTS:
PROVIDE CLEANOUTS AS SHOWN ON DRAWINGS AND
AS REQUIRED BY CODE. ACCEPTABLE MANUFACTURERS
ARE JAY R. SMITH, JOSAM CO., WADE, AND ZURN OR
APPROVED EQUAL.

3. FLOOR DRAINS:
PLUMBING CONTRACTOR SHALL COORDINATE TOP OF DRAIN
WITH FINISH GRADE AND EXACT LOCATION BEFORE SETTING
ANY DRAINS. ALL FLOOR DRAINS SHALL BE SIZED AS SHOWN
ON DRAWINGS. ACCEPTABLE MANUFACTURERS ARE JAY R.
SMITH, JOSAM CO., WADE, AND ZURN OR APPROVED EQUAL.

4. INSULATION:
A ALL DOMESTIC COLD AND HOT WATER BELOW GRADE AND
ENCASED IN SLEEVE SHALL BE INSUTATED WITH 1/2" THICK
FOAMED PLASTIC INSULATION.

B.  ALL DOMESTIC COLD AND HOT WATER ABOVE GRADE SHALL
BE INSULATED WITH 1/2" NOMINAL THICKNESS INSULATION
AND SHALL BE HEAVY DENSITY GLASS FIBER WITH ALL
SERVICE JACKETS HAVING SELF SEALING LAP.

5. PIPE SUPPORTS AND HANGERS:
ALL PIPING SHALL BE SUPPORTED BY THE BUILDING STRUCTURE BY
MEANS OF PIPE HANGERS AND HANGER RODS. INSULATED
WATER PIPE SHALL BE SUPPORTED BY B-LINE SYSTEMS B3100 WITH
B3153 PIPE SHIELD. MINIMUM SPACING SHALL BE 4'-0" 0.C. FOR
PLASTIC PIPE. (OR APPROVED EQUAL)

6. WATER HEATERS:
WATER HEATERS SHALL BE AS SPECIFIED ON THE DRAWINGS

AND SHALL FIT THE SPACE PROVIDED. CONTRACTOR SHALL
PROVIDE AMTROL EXTROL THERMAL EXPANSION TANK OR
APPROVED EQUAL AND METAL DRIP PAN.

7. FLASHING:
VENT PIPING SHALL BE ROUTED TO THE ATTIC AND OFFSET
TO PENETRATE ROOF AT BACKSIDE OF BUILDING.
COORDINATE PENETRATION THROUGH ROOF WITH ROOF
EQUIPMENT.  VENT PIPING PASSING THROUGH ROOF SHALL
BE FLASHED WATER TIGHT AND SHALL BE INSTALLED PER
WRITTEN RECOMMENDATIONS OF THE ROOFING MANUFACTURER.

8. WATER HAMMER ARRESTORS:
WATER HAMMER ARRESTORS SHALL BE LOCATED AS PER CONTRACT

DRAWINGS. ARRESTORS SHALL BE IN COMPLIANCE WITH P.D.I. WH-201.

JAY R. SMITH FIG. 5020 PDI SYMBOL "C" OR APPROVED EQUAL.

9. TRAP PRIMERS:
TRAP PRIMERS SHALL BE LOCATED AS PER CONTRACT DRAWINGS
AND SHALL BE READILY ACCESSIBLE. PRECISION PLUMBING
PRODUCTS PR-500 OR APPROVED EQUAL.

UNION
(TYPICAL)

GATE VALVE

(TYPICAL) \\_

T&P RELIEF

VALVE j\)ﬁl

PIPE T&P RELIEF
FULL SIZE TO
EXT WALL &

ON TO GRADE ——————

DRAIN COCK j\

COLD WATER, HOT WATER SYMBOL ABBREVIATION DESCRIPTION
& HOT WATER RECIRC.
2 SEE FLOOR PLANS FOR — ABY ABOVE
SIZES & CONT. -_— A/F ABOVE FLOOR
THERMAL EXPANSION — AFF ABOVE FINISHED FLOOR
TANK EQUAL TO o
4 () AMTROL EXTROL A/C ABOVE CEILING
—— BEL BELOW
—— B/F BELOW FLOOR
—— BFF BELOW FINISHED FLOOR
— B/G BELOW GRADE
[j | o CLEANOUT
cw COLD WATER PIPE
— DN DOWN
A ® FCO FLOOR CLEANOUT
HW HOT WATER PIPE
OG -— P—TRAP
SW SANITARY SEWER PIPE (BELOW GRADE)
Vg v VENT PIPE
] | FLOOR
©o— DGCO DOUBLE GRADE CLEANOUT
PLUMBING FIXTURE SCHEDULE
WASTE C.W. H.W.
MARK | FIXTURE DESCRIPTION MANUFACTURER conn. | suppy | suppLy
ELONGATED FLUSH TANK TOILET, 1.28 GPF, CADET WHITE VITREOUS CHINA TOILET, SIPHON ACTION, 17" AMERICAN STANDARD
PF1 | WATER CLOSET HIGH BOWL, WHITE SOLID PLASTIC OPEN FRONT HEAVY DUTY SEAT. TOILET: #215AA.004 3 1/2" | --
SEAT: #5321.110
FIBERGLASS TUB/SHOWER, ANTI-SCALD THERMOSTATIC MIXING VALVE. SHOWER HEAD ) )
PF2 | TUB/SHOWER 2" 1/2 1/2
SINGLE FAUCET LAVATORY 4” 0.C., 20"X17”, SINGLE LEVER FAUCET WITH 0.5 GPM AERATOR, WHITE AMERICAN STANDARD
PF3 | LAVATORY — DROP N, VITREOUS CHINA FINISH, 1 1/4” P-TRAP W/ CLEAN-OUT DRAIN, 1/2"MALE THREADED CONNECTIONS. LAV: #3004.207 11/ | 172" 1/2"
MCGUIRE 170 SUPPLY VALVE W/ WHEEL HANDLE STOP FAUCET: #501LF—HGMHDF
21°X33", 20 GA SELF-RIMMING, DOUBLE BOWL, #EBC TA150 P-TRAP W/ CLEAN—OUT, WHEEL HANDLE JUST MANUFACTURING \ ) )
PF4 | KITCHEN SINK STOPS, 135 BASKET STRANER LAV: #DL-2133-B—GR 2 1/2 1/2
' ' FAUCET: #100LF—HDF
REVERSIBLE DRAIN METAL WASHING MACHINE OUTLET BOX, WATER HAMMER ARRESTOR, 1/4” TURN BRASS OATEY
PWMB!| WASHING MACHINE BOX HAMMER BALL VALVE, BACKFLOW PREVENTER ON SUPPLY. LINT INTERCEPTOR PREVENT PASSAGE OF SOLIDS 483694 9" 1/2" 1/2"
1/2” OR LARGER.
JOSAM 30000-A SERIES CAST IRON FLOOR DRAIN, TWO—PIECE BODY WITH DOUBLE DRAINAGE FLANGE AND ]
FO|FD 1/2” PRIMER TAP, WEJLOC INVERTIBLE FLASHING COLLAR, WEEPHOLES, BOTTOM OUTLET CONNECTION AND %83@!—;\ 3 - -

NIKALOY ADJUSTABLE ROUND SUPER-FLO STRAINER.

1. FIXTURES SPECIFIED AS A BASIS OF DESIGN, SIMILAR PLUMBING FIXTURES SELECTED BY THE CONTRACTOR SHALL BE ACCEPTABLE.

WATER HEATER SCHEDULE
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	ADDENDUM 2
	(Rehabilitation/New Construction Project)
	WORK WRITE-UP:
	942 STATE STREET (Rehab)
	2960 OLD MAYSVILLE ROAD (Rehab)
	80 PINE AVENUE (New Construction)
	 80 Pine Avenue (New Construction):  The original Bid Packet included Prototype “D” for the new construction project.
	The homeowner has requested that Prototype “B” used for the new construction project.  The request has been approved by the Grant Manager, Theresa L. Dyer and is included with the Addendum #2.  11/6/19
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